
CWS Lead‐Free Pulse Water Meters 

FEATURES: 

 Totalizing meter with pulse output for precise proporƟonal feed 

of chlorine , peroxide, soda ash and other chemicals. 

 MulƟ‐jet magneƟc drive is precise and accurate. 

 Vacuum sealed register prevents fogging and moisture build‐up 

 Rugged meter housing constructed of reinforced black nylon 

 Register: U.S. gallons.  Pulse Output:  1 pulse per gallon 

 Pulse type: Reed switch (dry contacts) 1 Gallon/Pulse 

SPECIFICATIONS: 

 Pressure raƟng: Min.15 PSI. Max 100 PSI 

 Dimensions: 14.5” x 4” x  4.5” 

 Maximum Pressure:  100 PSI 

 Temperature:  Minimum 35F Maximum 105F 

 Pipe connectors:  NPT and/or BSP (NPT standard) 

 Part #’s: 3/4” Meter: M7001380    1” M7001390 

 Flow: 1”:  0.8 to 50 GPM    3/4”: 0.5 to 22 GPM 

Distributed by Clean Water Systems & Stores Inc 

2806‐A Soquel Ave  Santa Cruz  CA 95062 

831‐462‐8500    www.cleanwaterstore.com 
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3/4” and 1” 1 Gallon/Pulse Totalizing Water Meters 


