
Clean Water Made Easy 

Easy Water Heater Odor-Killer Kit 

The Rusco Hot Water Spin Down Filter, 3/4” Pipe Size, 60 Mesh 

    The Rusco Hot Water Spin Down filter is ideally suited to be used as a pre-filter for a 

water heater. Installed on the cold line to the water, it can be used as a convenient 

way to add hydrogen peroxide or chlorine bleach to the water heater, instantly elimi-

nating sulfur odors in the water heater. Unlike regular plastic pre-filters, the Rusco Hot 

Water Filter is chemically resistant and not affected by higher temperatures.  

Kit includes  

1. Rusco Hot Water Filter (60 mesh 3/4” 

NPT thread) 

2. Stainless steel filter screen 

3. Easy flushing valve for clearing sedi-

ment buildup  

How it works 

1. Unscrew bottom sump on filter and 

add 1 pint of drug-store bought 3% 

hydrogen peroxide. 

2. Shut off water. Install in line with 

water heater as per the diagram.  

3. Turn water back on and run hot wa-

ter for several minutes 

4. Allow water heater to sit for 3-4 

hours 

5. Odors are gone! 

6. Kills bacteria, eliminates odors, and 

stops slime build-up.  

7. Safe, non-toxic peroxide breaks 

down into oxygen and water after 

killing odors. 
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How to Install Water Heater Odor-Killer Filter Housing 

1. Disconnect copper flex line to the cold inlet on your water

heater

2. Install the Rusco hot water filter housing on the cold line

3. Make sure there is a shut-off valve (ball valve or gate valve

etc) before the Rusco filter.

How to Use Your Water Heater Odor Killer 

1. Turn off valve before filter housing.

2. Open up hot water tap or faucet in house to relieve pres-

sure on hot water line.

3. Unscrew base of filter housing by hand

4. Fill housing with hydrogen peroxide.  Purchase standard 
peroxide off the shelf from drug store or grocery store.

5. Screw back on filter housing base (also called filter cover)

6. Turn back on cold water valve before filter housing.

7. Open up a hot water faucet in home and allow to run for 
several minutes.

8. Turn off hot water faucet.  Allow water to sit in your water 
heater for 3—4 hours.

9. Repeat Steps 1—8 if odor returns (typically every 2 weeks 
to several months)

Watch our Youtube video: https://www.youtube.com/watch?

Questions?  Email us support@cleanwaterstore.com Visit our website:  www.CleanWaterStore.com 

https://www.youtube.com/watch?v=eEeYRFwLYBg&t=1s

